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¿àØÜÕÝÕÝØÕ
ÁßÕæØÐÛìÝëÙ ßàÞÒÞÔ á àÕ×ØÝÞÒÞÙ Ø×ÞÛïæØÕÙ ØáßÞÛì×ãÕâáï ÔÛï 
ÖÕÛÕ×ÝÞÔÞàÞÖÝëå âàÐÝáßÞàâÝëå áàÕÔáâÒ, âàÞÛÛÕÙÑãáÞÒ Ø ÐÒâÞÑãáÞÒ, Ò áãåØå 
ßÞÜÕéÕÝØïå, âàãÑÐå Ø ×ÐÚàëâëå ÚÐÑÕÛìÝëå ÚÐÝÐÛÐå, Ð âÐÚÖÕ ÔÛï ßÞÔÚÛîçÕÝØï 
ÔÒØÖãéØå çÐáâÕÙ ÞÑÞàãÔÞÒÐÝØï Ø ÜÕåÐÝØ×ÜÞÒ.

¾áÞÑÕÝÝÞáâØ
¿àÞÒÞÔ á ÝÞÜØÝÐÛìÝëÜ ÝÐßàïÖÕÝØÕÜ 3 kV ØáßÞÛì×ãÕâáï Ò ÚÞÝâàÞÛØàãîéØå 
ãáâàÞÙáâÒÐå, àÐáßàÕÔÕÛØâÕÛìÝëå áÕâïå ÔÞ 1000 V, á ãçÕâÞÜ ×ÐéØâë Þâ 
ÚÞàÞâÚÞÓÞ ×ÐÜëÚÐÝØï Ø ×Ð×ÕÜÛÕÝØï.
¾âáãâáâÒØÕ ÚàÕÜÝØÙÞàÓÐÝØçÕáÚÞÙ àÕ×ØÝë (ßàØ ßàÞØ×ÒÞÔáâÒÕ).

¿àØÜÕçÐÝØÕ
ÁÞÞâÒÕâáâÒãÕâ ÔØàÕÚâØÒÕ RoHS.

ºÞÝáâàãÚæØï Ø âÕåÝØçÕáÚØÕ åÐàÐÚâÕàØáâØÚØ
ßàÞÒÞÔÝØÚ ÜÕÔÝëÙ ÛãÖÕÝëÙ
áâàãÚâãàÐ áÞÓÛ. DIN VDE 0295 ÚÛ. 5, áÞÞâÒ. IEC 60228 ÚÛ. 5.
Ø×ÞÛïæØï áßÕæØÐÛìÝëÙ àÕ×ØÝÞÒëÙ áÞáâÐÒ.
ÒÝÕèÝïï ÞÑÞÛÞçÚÐ ßÞÛØåÛÞàÞßàÕÝ (ÝÕÞßàÕÝ), 
æÒÕâ ÞÑÞÛÞçÚØ çÕàÝëÙ æÒÕâ
ÜÐàÚØàÞÒÚÐ ÔÐ

ÝÞÜØÝÐÛìÝÞÕ ÝÐßàïÖÕÝØÕ Uo/U: 1,8/3 kV
ØáßëâÐâÕÛìÝÞÕ ÝÐßàïÖÕÝØÕ 6 kV
ÔÛØâÕÛìÝëÕ ÔÞßãáâØÜëÕ 
âÞÚÞÒëÕ ÝÐÓàã×ÚØ

áÞÓÛ. DIN VDE, áÜ. âÐÑÛØæã âÕåÝØçÕáÚØå ãÚÐ×ÐÝØÙ.

ÝÐØÜÕÝìèØÙ àÐÔØãá Ø×ÓØÑÐ 
ÝÕßÞÔÒØÖÝÞ

5 x ÔØÐÜÕâà ÚÐÑÕÛï

ÝÐØÜÕÝìèØÙ àÐÔØãá Ø×ÓØÑÐ 
ßÞÔÒØÖÝÞ

5 x ÔØÐÜÕâà ÚÐÑÕÛï

âÕÜßÕàÐâãàÐ áâÐæØÞÝÐàÝÞ -40 °C / +80 °C
âÕÜßÕàÐâãàÐ ßÞÔÒØÖÝÞ -25 °C / +80 °C
ÜÐÚá. âÕÜßÕàÐâãàÐ ÝÐ 
ßàÞÒÞÔÝØÚÕ

+90 °C

áÒÞÙáâÒÐ Ø×ÞÛïæØØ áÐÜÞ×ÐâãåÐîéÐï Ø âàãÔÝÞÒÞáßÛÐÜÕÝïîéÐïáï 
áÞÓÛ. IEC 60332-3.

áâÐÝÔÐàâ áÞÓÛ. DIN VDE 0250 çÐáâì 602

Application
for fixed laying in rail vehicles and buses as well as in dry rooms, in pipes and closed 
installation canals. Suitable for connecting of flexible units.

Special features
cables with 3 kV operating voltage in low voltage facilities up to 1.000 V are 
classified as short circuit and earth leakage protected connection
free from lacquer damaging substances and silicone (during production)

Remarks
conform to RoHS

Structure & Specifications
conductor material tinned copper strands
conductor class acc. to DIN VDE 0295 class 5 resp. IEC 60228 cl. 5
core insulation rubber compound
outer sheath polychloroprene 
sheath colour black
printing yes

rated voltage Uo/U: 1,8/3 kV
testing voltage 6 kV
current carrying capacity acc. to DIN VDE, see Technical Guidelines
min. bending radius fixed 5 x d
min. bending radius moved 5 x d
operat. temp. fixed min/max -40 °C / +80 °C
operat. temp. moved min/max -25 °C / +80 °C
temp. at conductor +90 °C
burning behavior self-extinguishing and flame-retardant acc. to IEC 

60332-3
standard acc. to DIN VDE 0250 part 602
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for fixed laying in rail vehicles and buses as well as in dry rooms, in pipes and closed 
installation canals. Suitable for connecting of flexible units.

¿àÞÒÞÔ á ÝÞÜØÝÐÛìÝëÜ ÝÐßàïÖÕÝØÕÜ 3 kV ØáßÞÛì×ãÕâáï Ò ÚÞÝâàÞÛØàãîéØå 
ãáâàÞÙáâÒÐå, àÐáßàÕÔÕÛØâÕÛìÝëå áÕâïå ÔÞ 1000 V, á ãçÕâÞÜ ×ÐéØâë Þâ 
ÚÞàÞâÚÞÓÞ ×ÐÜëÚÐÝØï Ø ×Ð×ÕÜÛÕÝØï.
¾âáãâáâÒØÕ ÚàÕÜÝØÙÞàÓÐÝØçÕáÚÞÙ àÕ×ØÝë (ßàØ ßàÞØ×ÒÞÔáâÒÕ).

ÁßÕæØÐÛìÝëÙ ßàÞÒÞÔ á àÕ×ØÝÞÒÞÙ Ø×ÞÛïæØÕÙ ØáßÞÛì×ãÕâáï ÔÛï 
ÖÕÛÕ×ÝÞÔÞàÞÖÝëå âàÐÝáßÞàâÝëå áàÕÔáâÒ, âàÞÛÛÕÙÑãáÞÒ Ø ÐÒâÞÑãáÞÒ, Ò áãåØå 
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ÔÒØÖãéØå çÐáâÕÙ ÞÑÞàãÔÞÒÐÝØï Ø ÜÕåÐÝØ×ÜÞÒ.

ÁÞÞâÒÕâáâÒãÕâ ÔØàÕÚâØÒÕ RoHS.

ßàÞÒÞÔÝØÚ ÜÕÔÝëÙ ÛãÖÕÝëÙ
áâàãÚâãàÐ áÞÓÛ. DIN VDE 0295 ÚÛ. 5, áÞÞâÒ. IEC 60228 ÚÛ. 5.
Ø×ÞÛïæØï áßÕæØÐÛìÝëÙ àÕ×ØÝÞÒëÙ áÞáâÐÒ.
ÒÝÕèÝïï ÞÑÞÛÞçÚÐ ßÞÛØåÛÞàÞßàÕÝ (ÝÕÞßàÕÝ), 
æÒÕâ ÞÑÞÛÞçÚØ çÕàÝëÙ æÒÕâ
ÜÐàÚØàÞÒÚÐ ÔÐ

ÝÞÜØÝÐÛìÝÞÕ ÝÐßàïÖÕÝØÕ Uo/U: 1,8/3 kV
ØáßëâÐâÕÛìÝÞÕ ÝÐßàïÖÕÝØÕ 6 kV
ÔÛØâÕÛìÝëÕ ÔÞßãáâØÜëÕ 
âÞÚÞÒëÕ ÝÐÓàã×ÚØ

áÞÓÛ. DIN VDE, áÜ. âÐÑÛØæã âÕåÝØçÕáÚØå ãÚÐ×ÐÝØÙ.

ÝÐØÜÕÝìèØÙ àÐÔØãá Ø×ÓØÑÐ 
ÝÕßÞÔÒØÖÝÞ

5 x ÔØÐÜÕâà ÚÐÑÕÛï

ÝÐØÜÕÝìèØÙ àÐÔØãá Ø×ÓØÑÐ 
ßÞÔÒØÖÝÞ

5 x ÔØÐÜÕâà ÚÐÑÕÛï

âÕÜßÕàÐâãàÐ áâÐæØÞÝÐàÝÞ -40 °C / +80 °C
âÕÜßÕàÐâãàÐ ßÞÔÒØÖÝÞ -25 °C / +80 °C
ÜÐÚá. âÕÜßÕàÐâãàÐ ÝÐ 
ßàÞÒÞÔÝØÚÕ

+90 °C

áÒÞÙáâÒÐ Ø×ÞÛïæØØ áÐÜÞ×ÐâãåÐîéÐï Ø âàãÔÝÞÒÞáßÛÐÜÕÝïîéÐïáï 
áÞÓÛ. IEC 60332-3.

áâÐÝÔÐàâ áÞÓÛ. DIN VDE 0250 çÐáâì 602

conductor material tinned copper strands
conductor class acc. to DIN VDE 0295 class 5 resp. IEC 60228 cl. 5
core insulation rubber compound
outer sheath polychloroprene 
sheath colour black
printing yes

rated voltage Uo/U: 1,8/3 kV
testing voltage 6 kV
current carrying capacity acc. to DIN VDE, see Technical Guidelines
min. bending radius fixed 5 x d
min. bending radius moved 5 x d
operat. temp. fixed min/max -40 °C / +80 °C
operat. temp. moved min/max -25 °C / +80 °C
temp. at conductor +90 °C
burning behavior self-extinguishing and flame-retardant acc. to IEC 

60332-3
standard acc. to DIN VDE 0250 part 602

conform to RoHS

cables with 3 kV operating voltage in low voltage facilities up to 1.000 V are 
classified as short circuit and earth leakage protected connection
free from lacquer damaging substances and silicone (during production)
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ÇØáÛÞ ÖØÛ Ø 
áÕçÕÝØÕ 
n x mm²

dimension
n x mm²

½ÐàãÖÝëÙ 
ÔØÐÜÕâà

mm
outer Ø

mm

²Õá ÜÕÔØ 
kg/km

copper weight 
kg/km

²Õá ÚÐÑÕÛï 
kg/km
weight
kg/km

1,5 5,5 14,4 50,0
2,5 5,9 24,0 65,0

4 6,4 38,0 85,0
6 7,0 58,0 105,0

10 8,4 96,0 160,0
16 9,2 154,0 235,0
25 11,5 240,0 360,0
35 12,8 336,0 460,0

ÇØáÛÞ ÖØÛ Ø 
áÕçÕÝØÕ 
n x mm²

dimension
n x mm²

½ÐàãÖÝëÙ 
ÔØÐÜÕâà

mm
outer Ø

mm

²Õá ÜÕÔØ 
kg/km

copper weight 
kg/km

²Õá ÚÐÑÕÛï 
kg/km
weight
kg/km

50 14,3 480,0 620,0
70 16,0 672,0 820,0
95 18,2 912,0 1.070,0

120 19,9 1.152,0 1.320,0
150 21,8 1.440,0 1.620,0
185 23,8 1.776,0 1.950,0
240 26,7 2.304,0 2.540,0
300 38,0 2.880,0 3.178,0
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