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PVC-U PERIMETER TRUNKING SYSTEMS
Polyvinyl chloride unplasticised (PVC-U) is one of the most successful modern synthetic materials. It makes excellent use of 
scarce resources, is long-lasting and safe in production, use and is widely recycled.

PVC-U cable containment is easy to install, light to handle and very cost-effective. It is an excellent choice of material for 
the majority of commercial, education and healthcare environments and has been more thoroughly researched than almost 
any other synthetic material.

With the widest range of any supplier, there will always be a perfect solution with Marshall-Tufflex.

We have PVC-U multi-compartment perimeter trunking in different heights, designs, cable capacities and numbers of 
compartments to suit all installation requirements.

Choose the UK’s number one in cable management.

Standard colour

The standard colour for each Marshall-Tufflex perimeter trunking range is 
shown within each relevant product information section, although solid 
white RAL 9003 is our most popular colour option. 

The below table identifies the relevant RAL colour reference for all our 
standard colour options, dependent on product range. However we would 
be happy to quote for any other colour requirements, please see the 
Special Colours section. 

Please note: it is dependent on the product range as to which colour is 
available as standard.

Special colours and finishes

To help enhance the style of an installation, different variations of solid colour are 
sometimes required. 

We can provide special colours in either a solid PVC-U solution or a painted solution 
dependent on your client’s preference. All special colours requirements will need to be 
specified as a RAL colour. 

Please note: due to different processes and materials utilised, it may not always be 
possible to obtain an exact colour match between the extruded and moulded product.

Woodgrain finishes

For a truly authentic look, we offer a range of woodgrain finishes for trunking and fittings in Light Oak, Mahogany and Ebony 
that provide interior designers with the scope to offer a more traditional feel. Colours can be indicated by replacing the WH 
colour code with the specific woodgrain code required.
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Please note: these colours and finishes are made to order and therefore are subject to set up charges, minimum order 
quantities and a longer lead time. For more information and a quotation contact our Technical Team on +44 (0)1424 856688.

Woodgrain finish

LO MY EY

LO: Light oak  MY: Mahogany  EY: Ebony

WH CH

Standard Colours

WH: White  CH: Charcoal

Material   Standard colour   Colour code suffix   RAL

PVC-U   Solid White 
  Charcoal 

  WH 
  CH

  9003 
  7021
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Copper screening 

A special conductive spray coating is applied to the relevant section of the 
trunking or fittings to assist in screening data cables against EMI interference 
with no reduction in cable capacity.

Marshall-Tufflex offer a standard range of copper screened products within 
selected PVC-U perimeter trunking systems which are shown within this  
catalogue and are held in stock.

If you have a requirement for products to be copper screened that are not part of 
our standard range, please contact our Technical Team on +44 (0)1424 856688. 
Please note that non standard products are made to order and therefore are 
subject to set up charges and a longer lead time.

Bio antimicrobial trunking

Where hygiene is a priority, Marshall-Tufflex has a solution with integral antimicrobial 
properties that can be incorporated within the PVC-U perimeter trunking and deliver 
ongoing antimicrobial protection that prevents 99.9% of harmful bacteria.

Because the Marshall-Tufflex Bio trunking solution is integral to the PVC-U material, 
there is no reduction in effectiveness of the trunking throughout its life – even if it is 
scratched or damaged. 

We hold stock of key Odyssey and Sterling Curve trunking components with 
Bio antimicrobial protection due to its popularity. 

The following trunking systems; Compact trunking, Mono Plus 20 trunking, Sterling Profile, 
Twin Plus trunking and XL trunking are also available in Bio but not available as standard.

Please note: non standard products are made to order and therefore are subject to set up charges and a longer 
lead time. For more information and a quotation contact our Technical Team on +44 (0)1424 856688.
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Environmental

 y No increase in dioxin 
emission from Municipal 
Waste Incineration.

 y  No phthalates used in 
manufacture of PVC-U or 
FR-ABS.

 y Lead-free formulations are 
used for mouldings and 
extrusions.

 y No use of cadmium-based 
stabilisers or pigments.

 y Lowest oil content of a 
commodity plastic.

Recycling
and sustainability

 y PVC-U is a cost-effective, 
sustainable choice and 
comparable with other materials 
such as steel, aluminium, 
copper and wood.

 y 100% recyclable material.
 y Long life cycle.
 y Excellent weather resistance.
 y No painting or powder coating 
required.

EMI protection

 y  Some PVC-U systems are 
available with a coating that 
provides effective screening 
against electromagnetic 
interference with no reduction in 
cable capacity. 

 y Steel screening insert 
option.

 y Aluminium screening insert 
option.

Fire performance

 y  The fire rating for PVC-U is 
excellent* and PVC-U has all the 
characteristics required for  
Fire Escape Time.

 y Highly resistant to ignition.
 y Does little to contribute to the 
spread of fire and is classified to 
Building Regs: Class 0.

 y Has a low rate of smoke 
production during the early 
stages of a fire.

 y Acts as an effective barrier 
to flame spread from  
malfunctioning electrical  
components within systems.

 y Chars and is self-extinguishing.
 y Does not produce flaming  
droplets or burning debris.

 y ABS fittings fire rated to UL94V0.
*see the independent report at
www.beama.org.uk
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For additional retention use 
end cap retaining screws 
G1310 (Pack 40)

Internal bend assembly
code pack
EIB60WH 1

Twin Plus trunking |  53

Twin Plus is a large, segregated,  
two-compartment skirting and dado trunking 
system that provides high capacity cable 
containment for most commercial environments.

Product information
 y 210 x 57mm
 y 2 large segregated compartments
 y Can be subdivided
 y Separate cover access to each compartment
 y Suitable for skirting and dado application 

Data information
 y Compliant up to Cat 7a
 y 50mm bend radius fittings
 y Adjustable data box 32-47mm
 y Screened divider and data boxes
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Base unit
code pack
EMT60WH 2 x 3m

Cover
code pack
ETL1WH 8 x 3m

Coupler
code pack
EC60WH 1

End cap
code pack
EEC60WH 1

Two  
separate 

covers 

Two large  
segregated 
compartments 

p72
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WH

Standard Colour

WH: White

    Part M

For box assemblies and 
spacers that meet the 
requirements of Part M 
(DDA) please refer to page 6.

PAGE
7

‘Bio option’ available
to special order

Internal bend cover
code pack
EIBC60WH 1

External bend cover
code pack
ESXBC60WH 1

External bend  
assembly - standard
code pack
ESXB60WH 1
Capacity reduced by 50%
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Bonding strap
code pack
ESBS1 5

54 | Twin Plus trunking

*RCD/MCD housing
code pack
EAHC1MWH 1
*Up to 4 modules can be 
accommodated 
Note: RCDs are not supplied 
by Marshall-Tufflex
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Flat angle assembly
code pack
EFA60WH 1

Flat tee assembly
code pack
EFT60WH 1
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1 gang accessory box
code depth pack
ESSB1WH 30mm 20

1 gang adjustable 
depth box
code depth pack
EAB1WH 32 – 47mm 10

2 gang accessory box
code depth pack
ESSB2WH 30mm 10

Steel screening divider 
bonding strap
code pack
ESF2 5

2 gang adjustable 
depth box
code depth pack
EAB2WH 32 – 47mm 5

1 gang accessory 
plate
code pack
ESSP1WH 2

2 gang accessory 
plate
code pack
ESSP2WH 2

Steel screening divider
code pack
ESF60 1 x 1.5m
Note: optional steel screening 
divider to assist in compliance 
with BS EN 50174-2

Dividing fillet – PVC-U
code pack
LDF1 8 x 3m

EAB1 and EAB2 are fully adjustable to 47mm. Please see                
page 311 of our main catalogue  for more information. 

Part M

For assemblies and spacers 
that meet the requirements 
of Part M (DDA) please refer 
to page 6 of this section.

For use between accessory 
boxes

Accessory box spacer
code size pack
ES1WH 14mm 4

External bend 
assembly - large
code pack
EXB60WH 1

Note: 135° versions 
are also available. For 
more information call the 
Technical Team on  
+44 (0)1424 856688
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2 compartment

EMT60CS1WH

ETL1CSWH

ETL1WH

EMT60CS1WH

ETL1CSWH

ETL1WH

Twin Plus 
screening in 
compartment 1
210 x 57mm

Twin Plus 
screening in 
compartment 2
210 x 57mm

Twin Plus 
screened 
component chart

Cover - screened
pack 1 x 3m

Cover - unscreened
pack 8 x 3m

Base unit
Note:

Twin Plus can be  
installed with either 
compartment to the top.

p72
Technical 

Information

Screening    

Conductive spray (CS) is unique to  
Marshall-Tufflex and is applied in  
the factory to assist in screening  
from electromagnetic interference  
to data and communications cabling  
within trunking systems. The coating 
is applied to a range of data boxes,  
covers, clip-on components and  
fabricated fittings.

WARNING: A CS coating is not suitable for low voltage circuits. 
BS 7671:2008. For data/voice use only.  

1 gang screened accessory box
code depth pack
ESSB1SWH* 30mm 20

2 gang screened adjustable accessory box
code depth  pack
ESSB2SWH* 30mm 10

*Supplied complete with earth terminal

Twin Plus is a high cable capacity trunking system with a variety of 
practical features for power and data installations

Twin Plus

Adjustable Data boxes 
Adjustable from 32-47mm 
Can be screened to assist 
against EMI

Part M Boxes  
Boxes available to meet 
Part M/DDA requirements 
for visual impairment

Two separate compartments 
Two large compartments that 
can be sub-divided, each with 
their own cover

Bend radius control 
Flat angles and tees with integral 
50mm bend radius control

Screened divider 
For complete EMI 
protection
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Trunking sizes up to 150mm

Mono Plus 20 – no box
1 & 3 = 1024mm² total area
1 & 3 = 461mm² 45% space factor
2 = 3451mm² total area
2 = 1553mm² 45% space factor

With box in comp 2
2 = 1185mm² total area| 
2 = 533mm² 45% total area

Sterling Curve Profile 1 
– no box
1 & 3 = 1170mm² total area
1 & 3 = 527mm² 45% space factor
2 = 3858mm² total area
2 = 1736mm² 45% space factor

With box in comp 2
2 = 1376mm² total area 
2 = 619mm² 45% total area

Sterling Curve Profile 2 
– no box
1 = 1170mm² total area
1 = 527mm² 45% space factor
2 = 3858mm² total area
2 = 1736mm² 45% space factor
3 = 1542mm² total area
3 = 694mm² 45% space factor

With box in comp 2
2 = 1376mm² total area
2 = 619mm² 45% space factor

Compact 2 no box
1 = 1534mm² total area
1 = 690mm² 45% space factor
2 = 3763mm² total area
2 = 1693mm² 45% space factor

With box in comp 2
2 = 1497mm² total area
2 = 673mm² total area

Compact 1 no box
1 = 1280mm² total area
1 = 576mm² 45% space factor
2 = 3763mm² total area
2 = 1693mm² 45% space factor

With box in comp 2
2 = 1497mm² total area 
2 = 673mm² 45% space factor

Mono 10 no box
1 = 4141mm² total area
1 = 1863mm² 45% space factor

With box in comp 1
1 = 1874mm² total area
1 = 843mm² 45% space factor

Trunking sizes from 150mm to 200mm Trunking sizes over 200mm

Mono Plus 30 no box
1 = 1450mm² total area
1 = 652mm² 45% space factor
2 = 3829mm² total area
2 = 1723mm² 45% space factor
3 = 1646mm² total area
3 = 741mm² 45% space factor

With box in comp 2
2 =1563mm² total area 
2 =703mm² 45% space factor

Twin Plus – no box
1 & 2 = 4755mm² total area
1 & 2 = 2140mm² 45% space factor

With box in comps 1 or 2
1 & 2 = 2431mm² total area
1 & 2 = 1094mm² 45% space factor

Sterling Profile 4 no box
1 = 1266mm² total area
1 = 570mm² 45% space factor
2 = 3858mm² total area
2 = 1736mm² 45% space factor
3 = 3716mm² total area
3 = 1672mm² 45% space factor

With box in comp 2 or 3
2 = 1376mm² total area
2 = 619mm² 45% space factor
3 = 1234mm² total area
3 = 555mm² 45% space factor

XL 202 
XL 202 – no box
1 = 2824mm² total area
1 = 1271mm² 45% space factor
2 = 4771mm² total area
2 = 2147mm² 45% space factor
3 = 3531mm² total area
3 = 1589mm² 45% space factor

With box in comp 2
2 = 2504mm² total area
2 = 1127mm² 45% space factor

Sterling Profile 12 no box
1 = 1266mm² total area
1 = 570mm² 45% space factor
2 = 3858mm² total area
2 = 1736mm² 45% space factor
3 = 3566mm² total area
3 = 1605mm² 45% space factor
4 = 1430mm² total area
4 = 644mm² 45% space factor

With box in comp 2 or 3
2 = 1376mm² total area
2 = 619mm² 45% space factor
3 = 1084mm² total area
3 = 488mm² 45% space factor

XL 212 – no box
1 = 2824mm² total area
1 = 1271mm² 45% space factor
2 = 4771mm² total area
2 = 2147mm² 45% space factor
3 = 4732mm² total area
3 = 2130mm² 45% space factor
4 = 3531mm² total area
4 = 1589mm² 45% space factor

With box in comps 2 or 3
2 = 2511mm² total area 
2 = 1130mm² 45% space factor 
3 = 2466mm² total area 
3 = 1109mm² 45% space factor

Twin165 no box
1 = 3272mm² total area
1 = 1472mm² 45% space factor
2 = 5404mm² total area 
2 = 2431mm² 45% space factor

With box in comp 2
2 = 3100mm² total area
2 = 1395  mm² 45% space factor

C. & C. Marshall Ltd.
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PVC-U perimeter trunking capacity guide

Series R 130 with box and 
segregators
1 & 3 = 957mm² total area
1 & 3 = 431mm² 45% space factor
2 = 2210mm² total area
2 = 995mm² 45% space factor

Without segregators
1 = 4272mm² total area 
1 = 1922mm² 45% space factor

Conductor type Size Cable factor

Stranded PVC power 1.5mm² 8.0

Stranded PVC power 2.5mm² 11.9

Stranded PVC power 4.0mm² 16.6

For Data cable information, please see page 246 of 
our main catalogue 

Sterling Profile 2 no box
1 = 1266mm² total area
1 = 570mm² 45% space factor
2 = 3858mm² total area
2 = 1736mm² 45% space factor
3 = 1542mm² total area
3 = 694mm² 45% space factor

With box in comp 2
2 = 1376mm² total area
2 = 619mm² 45% space factor

Odyssey no box
1 & 3 = 1256mm² total area
1 & 3 = 565mm² 45% space factor 
2 = 4022mm² 45% total area 
2 = 1810mm² 45% space factor

With box in comp 2
2 = 1230mm² total area
2 = 554mm² 45% space factor

Compact 3 – no box
1 = 3763mm² total area
1 = 1693mm² 45% space factor
2 = 3700mm² total area
2 = 1665mm² 45% space factor

With box in comps 1 and 2
1 = 1503mm² total area 
1 = 676mm² 45% space factor 
2 = 1440mm² total area
2 = 648mm² 45% space factor

C. & C. Marshall Ltd.
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Technical information72  | PVC-U perimeter trunking systems

Material
PVC-U is flame retardant and self-
extinguishing. It provides a 100% 
recyclable material with good 
sustainability.

Installation
Positioning
When used as a skirting system, 
sufficient clearance should be allowed 
between the floor covering and the profile 
fittings that clip over the cover i.e. 5mm + 
floor covering is recommended.

Expansion/contraction
PVC-U expands and contracts at a 
uniform rate of approx 5.25mm in 
a 3 metre length for a temperature 
change of 25°C. Therefore, a 3mm gap 
between each length of trunking base is 
recommended.
Adequate allowance is made within 
the fittings for thermal movement of the 
covers, which have a 10mm overlap on 
each side.

Fitting
 y  The base is supplied with pre-cut 
elongated holes at 250mm centres.

 y  Internal couplers on base units are not 
required.

 y  To fasten base, use No 8 round head 
screws and washers.

 y  Avoid over-tightening to permit thermal 
movement.

 y  The use of plastic caps over screw 
heads is recommended to protect 
installed cables.

 y  To cut the trunking, use a fine-toothed 
panel or power jig-saw.

 y  External moulded fittings overlap the 
joints by up to 10mm to cover cutting 
inaccuracies.

 y A variable angle jig-saw or chop saw is 
recommended for cutting 45° mitres.

Single lengths
Where it is required to fit a single length 
of trunking (under 3 metres) between 
two inside walls and no accessory box 
is fitted, it is advisable to install a coupler 
in the centre of the run to facilitate the 
removal of the cover.

Joints and bends
 y Base joints should have a 3mm gap to 
allow for expansion.

 y  External bends: base should be cut 
square.

 y  Internal bends and flat angles, the base 
must be mitred 45° to ensure total 
enclosure of trunking, including any 
internal fitted segregator.

 y  Tees and crossovers are available 
prefabricated.

 y External moulded fittings overlap the 
joints by up to 7mm to cover cutting 
inaccuracies.

Bend radius control
The bend radius control fittings for Twin 
Plus provide a bend radius of 50mm

Accessory boxes
If the accessory box is to be mounted 
in the alternative compartment to the 
supply, drill the main web adjacent to the 
box position. Remove the appropriate 
knock out and clip the box into the 
trunking base. For boxes in the same 
compartment as the supply, remove the 
appropriate box knock-outs and clip the 
box into trunking base. When boxes are 
installed consecutively, a 14mm wide 
spacer (ES1) is required to cover the 
space between the boxes.
 y Part M box assemblies with contrasting 
coloured faceplates are available 
to meet the requirements of DDA 
regulations for Visual Impairment.

Covers
The covers have been designed 
to remain in position irrespective of 
impact during normal conditions, minor 
undulations of the mounting surface, and 
to limit unauthorised removal.

Covers – fitting
Covers are clipped into place from the 
front. If accessory boxes are installed, the 
covers are butt-joined to the edge of the 
box. For the fitting of couplers to conceal 
the cover joint, a gap of 30mm is left 
between the two cover ends.

Covers – removal
To remove a cover, first detach a coupler, 
internal or external bend component to 
gain access. Both covers can then be 
gently eased off the base.

Screening
Special conductive spray coating can be 
applied to one compartment, the cover, 
accessory boxes and fittings, to screen 
data cables against EMI interference.
 y  For data/voice circuits only: 
Warning: Owing to its relatively high 
surface resistance, CS coating 
SHOULD NOT be in contact with  
low voltage circuits BS 7671:2008  
50 V.A.C. – 1000 V.A.C. unless 
additional measures are undertaken.

Antimicrobial
For technical details of antimicrobial 
Twin Plus Bio trunking, please refer to 
Laboratory and Healthcare section.

Method of continuation through a 
partition wall
Continue the main lateral run of base 
through the partition wall with short 
lengths of cover fitted where the trunking 
passes through the partition. The partition 
wall trunking is then butted up to the  
main run and the joint covered by an 
Internal bend. 

Offset dimensions
The minimum set that can be 
accommodated in the same plane 
(from internal to external bend),  
is shown below.

169mm

268mm

169mm

STERLING TWIN PLUS DATA BENDS

STERLING TWIN PLUS STANDARD BENDS

3mm3mm

3mm

Twin Plus trunking

Large data capacity bend

Standard bend

22

MIN
90mm

5mm +
FLOOR
COVERING

STERLING COMPACT
AND PROFILE

C. & C. Marshall Ltd.
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Twin Plus trunking – continued

Twin Plus trunking – with accessory box
1 = 2431mm2 total area
1 = 1094mm2 45% space factor
2 = 2431mm2 total area
2 = 1094mm2 45% space factor

Twin Plus trunking – no accessory box
1 = 4755mm2 total area
1 = 2139mm2 45% space factor
2 = 4755mm2 total area
2 = 2139mm2 45% space factor

Dimensions

Cable capacity chart
Compartment 1 Compartment 2

No box With box No box With box

PVC power cable 
1.5mm² stranded copper

267 137 267 137

PVC power cable 
2.5mm² stranded copper

180 92 180 92

PVC power cable 
4.0mm² stranded copper

129 66 129 66

Data cable: Ø5.5mm 90 46 90 46

Data cable: Ø6.0mm 76 39 76 39

Data cable: Ø6.5mm 66 34 66 34

Data cable: Ø7.0mm 56 28 56 28

Data cable: Ø8.4mm 39 20 39 20

C. & C. Marshall Ltd.
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Cable capacities
 y All calculations allow for a 45% space factor.

As there can be differences between data 
cable sizes, Marshall-Tufflex recommend 
that cable dimensions are confirmed with 
the manufacturing company.
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Churchfields Industrial Estate 
Hastings
East Sussex
TN38 9PU  
United Kingdom

Marshall-Tufflex Ltd

T +44 (0)1424 856600
F +44 (0)1424 856611
E sales@marshall-tufflex.com 
www.marshall-tufflex.com

Technical Hotline: 
+44 (0)1424 856688

In pursuance of our policy of continued product improvement Marshall-Tufflex reserve 
the right to change the design or specification of its products without notification.

Republic of Ireland distributor

Core Electrical Ltd 
17b Goldenbridge Industrial Estate 
Tyrconnell Road, Inchicore 
Dublin 8, D08 WD50

T +353 (0)1453 7033 
F +353 (0)1453 8911

Northern Ireland distributor

Core Electrical Ltd 
Unit 4 Duncrue Industrial Park 
Duncrue Road 
Belfast, BT3 9BP

T +44 (0)28 900 200 66 
F +44 (0)28 900 213 08

Collect your order from our branches:
London (E17 6DJ)  
Manchester (M26 1GG) 
Hastings (TN38 9NU)
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